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AUTOTREN TRANSPORT MARFURI GENERALE

GENERAL GOODS CANRIER

CARACTENISTICI GENERALB:

MOTOR:

- diesel tip D 2156 MTN 8 in 4 timpi supls-
alimeatat gi r[cire cu ap[.
- cilindri - 6 in linie
- alezaj - 121 mm

- cursl - 150 mm

- raport de compresie - 17

- putere (DIN) - 188 Kw (256 CP)/2200
r'p.m.
- cuplulmaxim - 90 daNm(91,5 Kgfm)1400-
1600 r.p.m. -

AMBREIAJ:

- monodisc uscat cu comandi hidrostaticd la
p eda li, d iam etrul inter ior/ext er ior 220 | 420 mm .

CUTIA DE VITEZE:
- S5-1 10 CP mecanicl sincronizati cu 8 I'iteze
inainte I inapoi gi raportul de transmisie:
t 2 3 4 5 6 78 M.i.
9,726,373,422,53 1,86 1,36 10,73 11,63
PUNTE FA[A:
- tip V-070 L, ax in form[ de profil I cu
capetele in formd de pumu.
PUNTE SPATE:

- tip HD 1045

- oX& portaute separati de arborii planetari
- teductor central cu grup conic

- diferealial transmisie cu 4 sateli[i (rofi
dintate conice).

- reductoare laterale cu roti dinlate cilindrice
gi puntile cu sistem diferenlial interaxial cu
posibilitdti de blocare longitudinald.

- raport de transmitere total din cele 2 reduc-
toare centrale gi laterale 6,26.

$ASIU:
- lonieroane din profil U gi tlaverse prinse
cu nituri gi guruburi, ga de cuplape pentru semi-
remorci tip JSK 123

SUSPENSIA:

- fafi - arcuri cu foi semieliptice cu elemente
din cauciuc cu actionare progresivl gi amorti-
zoare telescopice.

- spate - arcuri cu foi semieliptice cuprindere
pe gasiu in sistem oscilant (sistem tandem).
INSTALATIA DE FRINARE:
- mecanism de frinare din rofi de tip SIM-
PLEX;

- Frina de serviciu cu doui cir-
cuite: pe rotile fa[5 - ac!ionare pneumaticl;
pe rofile spate - aclionare pneumaticd.

-Frina de sigurantl li Par-
c a r e - cu alc compensator, actioneazi direct
asupra rof ilor din fald gi spate iu srod mecanic.

TECHNICAL DATA:

- ENGINE - Diesel type D 2156 MTF 8 four
strokes, overcharged and water cooled.

- cylindres - 6 in line
- bore - 121 mm

- stroke - 150 mm

- compression ratio: 17

- power (DIN) 188 kw 256HP12200 r.p.m.
- max torque 90 daNm (91,5 kgfm) 1400 -1600 r.p.m.

CLUTCH

- single disc, dry, pedal hydrostatic coutrol,
inner/outer diameter 22O|ZLO mm

GEAR BOX

- Sb l'10 HP power operated, meshed, 8 for-
ward gears and I reverse gear, transmission
rotio:

I 2 3 4 5 6 78 R.c.
9,72 6,37 3,42 1,86 1,56 1,36 I 0,73 11,63

- FRONT AXLE - type V-070 L Elliot
_ REAR AXLE

- type HD 1045

- independent carrying axle

- bevel gear reducer

- transmission differential with 4 satellites.
Side reducers with cylindrical toothed wheels
and inter atle differential system, a longitudiual
lock up poliilitity.
A total transmission ratio between side redu-
cers and central reducers is 6,26

- CHASSIS

- U section rails riveted and screwed through
cross - members, JSK' 123 fifth wheel for
trailer is sed.

SUSPENSION

- F r o n t - semi-elliptical leaf springs with
rubber elements progressively operated and te-
lescopic dampers.

- Rear - semi-ellipticalleaf springs,swing-
ly attached on chassis (tandem system).

BRAKING SYSTEM

- wheel braking system type SIMPLEX

- Service brake with two circuits
pneumatically operated against front wheels
pneumatically operated agaiust rear wheels

- Emergency/parking brake with



- F rlna d e m o t or - silentioasl,mon-
tatd pe conducta de evacuare, cu comandl
pneumaticd.

- circuitul de frinare prevdzut cu regulator al
fortei de flinare in funcfie de sarcina osiilor
spate.

- instalalia de frini pentru romorci de
2*1 conducte.

DIRECTIA - servohidraulici de

- roti - 10+1 (rezervl)

- pneuri 11.00-20'profil D 5l0pentfu-
tdri in condilii THA. C

- jenti 800x20"

- presiunea in pueuri fali/spate -716,75bar.
INSTALATIA ELECTRICA: lJ 24 Y,alterna-
tor 730 W.

- baterie de acumulatori 2X110 Ah

REZERVOR COMBUSTIBIL: I x420 |
CABINA: avansati, rabatabili, normall, 2 sca-
une reglabile, parbriz panoramic, iustalatia de
incllzire - ventilafie, 2paturi de dormit supra-
puse, ogliuzi retrovizoare, radio Predeal, centuri
de siguranfl, tahograf, cutie de alimente,
instrumente de bord.

INSTALATIA AUXILIARA: instalalia de ali-
mentare cu combustibil cu rezervor d,e 220 l,
conducte de alimentare, cobducte retur.
- instalatia de pornire la rece.

SEMIREMORCA:

fasiul, construclie metalicd sudati diu lonje-
roane de profil I 9i traverSe pe aare sint prinse
dispozitivul de susfinere, suportul rotii de re-
zervi, suportul rezervorului de aer, suportul
canistre, etc. este echipat cu barl de protectie
spate.
De gasiu prin intermediul barelor de reactie 9i a

4 arcuri din foi semieliptice legate intre ele prin
balansicre este plins tandemul format din 2 axe,
prevazute cu ro!i de 10.00-20" cu 16 pliuri.
Instalatia de f rinare cste pneumatici cu 2* I con-
ducte, prrsiunca de lucru fiind de5,35 daN/cmr.
Bena, formata din platformI din metal , acoperitl
cu scindurd, stilpi, obloane din tabli de 1,5 mm
grosime coviltir, gi prelatd.

sornp-eusating spring operates on front/reat
wheels mechanically.

- Eugine brake, silent installed on
exhaust line, pneumatically controlled.

- the braking circuit is fitted with a braking
force governor depending on rear axle load.

- a 2f I line brakiug system is forseen for the
trailer.

- STEERING - hydraulically assisted type
zF 8065

- Wheels - 10 and 1 (spare) pcs.

- Tyres - 11.00-20" tread D 510 for TIIA
working conditions

- Rims 800 x 20"

- Front/rear tyres pressure 716,75 barc
ELECTRICAL SYSTEM - 24 V,730 W alter-
nator

- storage battery 2x110 Ah.

FUEL TANK - lx42O I capacity

CAB - forward tiltable, two adjustable seats,
panorama windscreen, ventilation and heating
system, two beds, mirrols, radio - set Predeal,
telegraph unit aud food box, apparata dash-
board

AUXILIARY SYSTEM - 2lO I fuel tank fee-
ding system, feedingpipes return pipes starting
system for cold conditions.

SEMITRAILER

- Cftcssis - a welded metallical construction
out of I section rails and cross - membels
that following parts are attached: landing gear,
spare wheel support air tank suppoft, fitted
with back protective bars.
The tandem axle is attached to the chassis by
means of four semielliptical leaf springs lin-
ked through them by balancers reaction bars.
The tandem axle is out of two axles fitted with
wheels 10.00-20"/Ply.

- Braking sgslem is pneumatical (2{1 lines),
5,35 daN cm2 working pressul'e

- Bucket is outof a metallicalplatform covered
by plank, stanchions, plate, boards 1,5 mm
thickuess fitted with hood and tarpaulin.
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CANACTENISTICI TEIINICD

- sarcina utile
- masa proprie semiremorcd/autotren

- sarcina Pe pivot
- panta maximd

- viteza

- suprafala utild
- sarcina pe axa tandem semiremorce
- ampatament

- ecartament

- indlfimea platformei de la sol
- Iungime semiremorcd / autotrm
- l{}ime
- intrlfime semiremorcl autotren

TECHNICAL DATA:
22.OOO kg
8000/16.000 kg
14.000 kg
,1 ol

97 km/h
28,2 mz
2 x 10.000 kg
2050 mm
1840 mm
1501 mm
12190/15200mm
2500 mm
3750/3020 mm

- Track

- Height platform ground

- Overall length
- Wicht
- Overall height

- 1840 mnr

- 1501 mrrr

- 12190/1520O mnr

- 2500 mm

- 3750/3020 mm

INTRE"RINDEREA MECANICA MIRSA,

- Remorci basculante agricole, sarcin; uril;
4--8 tone.

- Remorci auro, sarcin; utili g_12 tone.

- Remorci rTln-spoTt .exceplional utilaj greu cu
suspensie hidraulici, .sircini \tt\d,' 4Z_l2A
tone.

- Remorci 
-p!nt1y rransporrar utilaj greu cu

plattorma Joasa, sarcini utili 20_60 tone.

- Autobasculanre echipate cu motoare Diesel,
sarcini uril; 5-110 rone.

-- Autotrenuri
pentru tran
gice (cimen
beton, etc.),

- incXrcitoare frontale (10 mt), buldozere.

executi: MIR$A MECHANICAL ENTERPRISE make\:

- 4-8 ton, Farm Dump Trailers.

- 8-12 ton, Road Trailers.

- 4.6-I.20 ton, Fleavy Duty Trailers (Hl._
draulic suspension)

- Low-bed Trailers, for heavy dury transpor-
tation (20-60 Ton Payload)

- 5-11.0 ton, Dumpers (Diesel engine)

- 5-10 ton, Road Trains for different pur-
poses of rransporration (bulk cemenr, iogs,
concrete prefabricated elements).

- Loaders (lO ms), bulldozers.

Informagii tehnice mai ample puteti obtine de la intreprinderea Mecanici Mirga, judelul Sibiu,telefon 5032I, :elex 69237,

FOr Othcr dCtAiIS SCNd tO: ryi+$+ MECHANICAL ENTERPRISE, DISTRICT SIBIU,
Telephone 5 03 2I - Telex 69237


